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The DSA100 Mono is a 100watt powered with an new modulated 
output stage designed for custom installation and to transform passive 
loudspeakers in active ones conveniently.
The DSA100 Mono is powered by a massive E.I. handcrafted trans-
former. 
The unit features an automatic audio signal switching On/Off mode 
for rigging convenience as well as a -4dB/+10dB set up fro profes-
sional application.
A proprietary Blacknote design “Flat Load Independent-Frequency 
Response” allows a perfect matching with any high-end Hi-f i audio 
speaker. The FLI-FR system keeps the frequency response stable inde-
pendently of the speaker load, it provides a perfect linear response 
while still retaining the remarkable ability to handle even @ 1ohm 
load. 
Real 100 watts per channel are able to effectively drive almost any of 
the home speakers available on the market. Besides, the very low 
output noise & impedance of the DSA100 Mono amplif ier along with 
a super wide bandwidth ensure top class performance with a high 
level of accuracy. 

The DSA100 SPECIAL is a fully remoted 100watt integrated amplif ier 
powered with an new modulated output stage designed to achieve 
audiophile performance with the typical great power and versatility of 
such innovative technology.
The DSA100 SPECIAL has the internal preamplif ier and power ampli-
f ier stages separated. The preamplif ier stage is controlled by a 
Blacknote proprietary design boasts f ine resistors stepping Active 
Volume Control system enabling high resolution, low distortion and 
perfect channel balance.
The DSA100 SPECIAL is powered by a massive E.I. handcrafted trans-
former. 
A proprietary Blacknote design “Flat Load Independent-Frequency 
Response” allows perfect matching with any high-end audio speaker. 
The FLI-FR system keeps the frequency response stable indepen-
dently of the speaker load enable a perfect linear response though 
maintaining the remarkable ability to handle extra low loads. 
Real 100 watt per channel are able to effectively drive almost all the 
home speakers of the market, besides the very low output noise & 
impedance of the Blacknote DSA100 SPECIAL amplif ier joined with 
super wide bandwidth insure top class performance with level of accu-
racy very hard to reach with traditional amplif iers.

DSA100 Special
100Watt New Modulated
Stereo Integrated Amplifier

DSA100 Mono
100Watt Mono Power Amplifier 
with automatic signal switching

Key Features 

POWER OUTPUT: 
2 X 100W Continuous power at 8, 4, 2, 1ohms 
100% stability at 1ohm speaker load working

FREQUENCY RESPONSE: 10Hz - 50KHz @ +/- 3dB 

THD (Total Harmonic Distortion): <0.05% THD @ 20Hz-20KHz 

RATIO SIGNAL/NOISE: >95dB 

INPUT IMPEDANCE: 47Kohm 

OUTPUT IMPEDANCE: 0,02ohm @ 1KHz 

DYNAMIC POWER: >350W IHF 

DYNAMIC RANGE: >120dB 

DAMPING FACTOR: >400 

MAX OUPUT NOISE: 80uV 

INPUT: 
3 x RCA Single End Inputs 
1 x XLR Balanced Input

INPUT SENSITIVITY: 450mV RMS

SLEW RATE: 15Volt/µs

PREAMP OUTPUT STAGE: True Separate stage - RCA OUT PINS

AMP IN STAGE: 
True Separate stage - RCA IN PINS 
(disables the remote functions)

VOLUME COTROL: Double Mono Active Volume Control 

DISPLAY: Switchable On/Off LED GIANT display 

POWER ABSORBATION:  Min. <1watt - Max. 300watt 

DIMENSION: 240mm L x 120mm H x 400mm D

WEIGHT: 12Kilos (26Lbs.) 

NOTES: Flat Load Independent Frequency Response design allows per-
fect speaker matching and stable frequency response with all audio 

loudspeakers.

Key Features 

POWER OUTPUT: 
100W Continuous power at 8, 4, 2, 1ohms 
100% stability at 1ohm speaker load working

FREQUENCY RESPONSE: 10Hz - 50KHz @ +/- 3dB 

THD (Total Harmonic Distortion): <0.05% THD @ 20Hz-20KHz 

RATIO SIGNAL/NOISE: >95dB 

OUTPUT IMPEDANCE: 0,02ohm @ 1KHz 

DYNAMIC POWER: >350W IHF 

DYNAMIC RANGE: >120dB 

DAMPING FACTOR: >400 

MAX OUPUT NOISE: 80uV 

INPUT: 
1 x RCA & 1 x XLR Balanced Inputs automa-
tic switch on signal – ON/OFF forced switch

INPUT SENSITIVITY: 450mV RMS

SLEW RATE: 15Volt/µs

POWER ABSORBATION: Min. <1watt - Max. 300watt 

DIMENSION: 240mm L x 120mm H x 400mm D

WEIGHT: 12Kilos (26Lbs.) 

NOTES: Flat Load Independent Frequency Response design allows per-
fect speaker matching and stable frequency response with all audio 

loudspeakers.



Via della Gora, 6
50025 Montespertoli (Firenze)
Tel. +39 0571 675005
Fax +39 0571 675013
info@goldenote.it
www.goldenote.it
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